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TWO-DRUM SPILL DECK  
WITH DRAIN - 82LTR

PRODUCT DATA SHEET | P/NO.: 1086

TWO-DRUM SPILL DECK WITH DRAIN, MADE FROM 
100% HIGH STRENGTH HDPE BY INJECTION MOULDING.
ALL POLYETHYLENE CONSTRUCTION PROVIDES 
EXCELLENT DURABILITY AND COMPATIBILITY WITH 
MOST CHEMICALS.

FEATURES AND BENEFITS:

INSTRUCTIONS

 - Interchangeable grates for deck/pallets with large  
 openings for easily leak detection and removal of spills.

 - 2-way access by forklift.

 - Nestable design to minimise space for storage and   
 transportation.

 - 19mm threaded drain plug.

 - Cut out recess for lifting by hand for separating bunds  
 when nested together.

 - Working temperature range from -40ºC to 60ºC.

1. Recommended for daily workstation use only.

2. Ensure stored liquids are chemically compatible with  
 polyethylene plastic.

3. Ensure any liquids in sump are removed promptly.

4. Ensure payload does not exceed maximum UDL.

WEIGHT: 15 kg 

SUMP CAPACITY: 82 litres 

LOAD CAPACITY (UDL): 1500 kg 

PALLET BUND COLOR: Yellow HDPE

GRATE MATERIAL: Black HDPE

DIMENSIONS: 130cm x 68cm x 15cm H

FORKLIFT CHANNELS: 31.7cm W, 10.8cm H,  
Inside Spread 17.8cm

MEETS REGULATION: NPDES 40 CFR 122.26


