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FROM

RESPIRATORY GEAR 

PRODUCT DATA SHEET: FSPG

PRODUCT CODE: 
FSPG

 - P2 - Certified to AS/NZS 1337 Respiratory protective devices.
 - P2 activated carbon disposable respirator for protection against 

 nuisance level organic vapours, Mechanically and thermally  
 generated particles.
 - Lightweight cupped design for comfortable extended wear.
 - Dual Quicklock head strap for ease of donning and doffing
 - ProValve exhalation Valve for decreased breathing  

 resistance and heat stress.
 - Resealable bag for hygienic storage.

CARE INSTRUCTIONS

FEATURES AND BENEFITS

Shelf life of the unopened product is three (3) years from date of 
manufacture when stored within temperature range of -20oC to + 25oC 
and less than 80% relative humidity.
End of shelf life date is marked on the product packaging. Before initial 
use, always check that the product is within the stated shelf life. When 
storing or transporting this product use original packaging provided.
Ensure disposable mask is correctly fitted prior to each use and conduct 
annual fit testing in accordance with Add AS/NZS 1337.

STANDARDS
CERTIFIED TO: 
AS/NZS 1716:2012 Respiratory protective devices.
Certified by SAI Global - License number: 1508. 
To be used in conjunction with: AS/NZS 1337. 
Selection, use and maintenance of respiratory protective equipment.

AS/NZS1337 
LIC 20580

PRODUCT DETAILS

WARNINGS AND USE LIMITATIONS

Latex-free rubber band
Polyester, P2 carbon 
Spunbound 
15 gms

Straps:
Filter:
Weight:

1. Facial hair has the potential to compromise the required 
    protective seal of the respirator.
2. Ensure adequate oxygen levels are present.
3. Ensure the contamination is known and the respirator is 
    suitable for the application.
4. Replace when taste, smell or the breathing resistance is high.
5. Store in a clean resealable storage device.

FILTER SPECTM PRO P2 REPLACEMENT MASK WITH CARBON FILTER

AVAILABLE IN
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